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Total Control Options
• Alternating 16:9 HDTV and 2.35:1 Cinemascope projection  
 screen formats for latest Dual Mode Anamorphic Stretch  
 projector 
• Standard Radio Frequency (RF) remote Control  Operation
• Low Voltage 3-way wall switch for in-line Control  
 Operation
Premium Grade Material For Custom Install 
• MaxWhite FG™ 1.1 gain fiberglass-backed material with  
 160 degree diffusion uniformity
Easy Installation 
• Aluminum Housing with Enamel Coating is moisture  
 resistant. Floating installation brackets are  made for easy  
 alignment
• Dual Tubular motor provides superior timing and Quiet  
 Operation 
• Optional Ceiling Trim Kit available for all sizes
• Shipped ready to plug & play with installation kit  
 containing brackets, screws and bubble level included
• 2 Year manufacturer’s Warranty

Features & Benefits

 Nominal View View
Model Diagonal Height Width
  (in/cm) (in/cm) 
DE103C82H 103"(2.35:1) 40.0/102 94.0/239
 82"(16:9) 40.0/102 71.1/181
DE115C92H 115"(2.35:1) 45.0/114 105.8/269
 92"(16:9) 45.0/114 80.0/203
DE123C98H 123"(2.35:1) 48.0/122 113.0/287
 98"(16:9) 48.0/122 85.4/217


