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Product specification (design and specification subject to change without notice) 

Remote Pointer kit
for Interactive Plasma Display

Transmission system

External dimensions (L x H)

Weight

Operation time

2.4 GHz radio transmission

236.3 mm x 23.2 mm (When fitted with optical attachment)

Power source Rechargeable AAA Ni-MH battery x 1 or AAA alkaline battery x 1

approx. 54 g (When fitted with optical attachment, including the included rechargeable battery)

198.5 mm x 22.1 mm

approx. 40 g (including the included rechargeable battery)

Carton dimensions (W x H x D) 234 mm x 60 mm x 195 mm
Gross weight approx. 1.1 kg 

approx. 4 h (Rechargeable AAA Ni-MH battery)
approx. 4 h (AAA alkaline battery)

(When used for 85- or 103-inch Interactive Plasma Display)
Operable distance of remote pointer In front: 8 m    At an angle of 45°: 5 m
Charging time approx. 4 h (Rechargeable AAA Ni-MH battery)

- Recharger Cable (2 m) x 1    - Electronic Pen Adapter x 1    
- Rechargeable AAA Ni-MH Battery x 1    - Electronic Pen x 1    - Pen Tip (Replacement) x 2    
- Optical Attachment x 1    - Whiteboard Software CD-ROM  x 1

INCLUDED ACCESSORIES

Windows® 7 Home Premium SP1
Windows® 7 Professional SP1
Windows® 7 Ultimate SP1

Supported OS

1/1© Panasonic Corporation 2012

DIMENSIONS
Units : mm

Cautions: This drawing is not a scale

PMY12/19/2012

70.0 mm

23.2 mm

198.5 mm

22.1 mm

236.3 mm

23.2 mm


