
Multi-Touch Screen
EQ2-PCAP Series 
Interactive Multi-Touch 
displays with Capacitive 
Touch technology 

For the latest information about Panasonic Professional Displays, please visit: 
business.panasonic.co.uk/visual-system 

86-inch (2174,2 mm) 75-inch (1892,7 mm)

 

Model no.
Panel Size
Panel type / Backlight
Aspect ratio 
E ective display area (W x H) 
Resolution (H x V)
Brightness (Typ)
Contrast Ratio
Response Time
Viewing Angle [(T/B)/(L/R)]
Panel Surface Treatment
Detection Method
Input Method
Glass Standard
Number of Simultaneous Touches
Controller
OS with Single Touch
OS with Multitouch
HDMI IN
PC IN
SERIAL IN
IR IN / OUT
AUDIO IN
AUDIO OUT
LAN
USB

Function slot

Power Requirements
Power consumption
On Mode Average Power Consumption
Power o  Condition
Stand-by Condition
Apparent Power
Dimensions (W x H x D)

Carton Dimensions (W x H x D)
Bezel Color
Weight

Gross Weight

Pitch for Wall-Hanging
Cabinet Material

Built-in Speaker

Orientation
Tilting Angle*1

Operating Environment

Bezel: Aluminum Metal Ring / Back: Metal
111,5 74

 

VESA Compliant 600 x 400 mm 
(Installed by: M8 screws / Screw hole depth 20 mm)

VESA Compliant 600 x 400 mm 
(Installed by: M8 screws / Screw hole depth 20 mm)

Printed circuit board with mini USB connector  
Mac OS X Yosemite (multitouch support through TUIO bridge)  

Win 7/8/10, Android,Windows 10, 8, 7, Ubuntu 12.04, Linux, Android, Chrome OS 
HDMI Type A Connector x 3   

Mini D-Sub 15-pin (DDC2B) x 1  
D-sub 9pin x 1, RS-232C Compatible  
Stereo Mini Jack (Φ3.5 mm) x 1 / x 1  

Stereo Mini Jack (Φ3.5 mm) x 1(Shared video input except USB and MEMORY VIEWER) 0.5 V [rms]
Stereo Mini Jack (Φ3.5 mm) x 1 Variable (- ∞ - 0 dB) (1 kHz 0 dB Input,10 kΩ Load) 0.5 V [rms]  

RJ45 x 1 compatible with PJLinkTM, RJ45 10BASE-T/100BASE-TX  

USB Type A Connector x 1 (DC 5 V / 1 A, USB 3.0 is supported), 
USB Type A Connector x 1 (DC 5 V / 2 A, USB 2.0 is supported)

USB Type C Connector x 1 (Max 60 W Power Delivery compatible, USB2.0 is supported, DP Alt Mode compatible)

  
 

 
 
 

  
 

 
 

  
 

  
 

Intel® SDM specification, Corresponding size SDM-S / SDM-L, Supply power 3.3 V / 1.1 A, 12 V / 5.5 A 
 

　
　

Anti-glare  

Finger and Gloved Finger  
Anti-Glare  

Up to 10-point multi-touch  

 
 

 

8.0 ms (G to G)
178°/178° (CR≥10)

TBD TBD 1521,5 x 896,4 x 63*²  mm
91,2 60,3

Black

Landscape / Portrait
Landscape : 0 - 20 degrees forward / backward

Portrait : 0 - 20 degrees forward / backward

Temperature : 0°C to 40°C*1 : 0°C to 35°C*2

Humidity : 20% to 80% (No condensation)

2130 x 1321 x 248 mm (83.86" x 52.01" x 9.77") 1870 x 1143 x 280 mm (73.63" x 45.00" x 11.03")

D-LED
16:09 

3840 x 2160
500 cd/m2

AC 110 - 240 V 50 Hz / 60 Hz
580 W 385 W

20 W [10 W+10 W]

1200:1

1895.0 x 1065.9 mm (74.60" x 41.96") 1649.6 x 927.9 mm (64.94" x 36.53")

480 W 270 W
Approx. 0.3 W
Approx. 0.5 W

591 VA 394 VA

　

 
Projected Capacitive Technology Multitouch

64.5-inch (1638.9 mm)

Bezel: Aluminum Metal Ring / Back: Metal
55

VESA Compliant 400 x 400 mm 
(Installed by: M8 screws / Screw hole depth 20 mm)

Printed circuit board with mini USB connector
Mac OS X Yosemite (multitouch support through TUIO bridge)

Win 7/8/10, Android,Windows 10, 8, 7, Ubuntu 12.04, Linux, Android, Chrome OS
HDMI Type A Connector x 3

Mini D-Sub 15-pin (DDC2B) x 1
D-sub 9pin x 1, RS-232C Compatible
Stereo Mini Jack (Φ3.5 mm) x 1 / x 1

Stereo Mini Jack (Φ3.5 mm) x 1(Shared video input except USB and MEMORY VIEWER) 0.5 V [rms]
Stereo Mini Jack (Φ3.5 mm) x 1 Variable (- ∞ - 0 dB) (1 kHz 0 dB Input,10 kΩ Load) 0.5 V [rms]

RJ45 x 1 compatible with PJLinkTM, RJ45 10BASE-T/100BASE-TX

USB Type A Connector x 1 (DC 5 V / 1 A, USB 3.0 is supported), 
USB Type A Connector x 1 (DC 5 V / 2 A, USB 2.0 is supported)

USB Type C Connector x 1 (Max 60 W Power Delivery compatible, USB2.0 is supported, DP Alt Mode compatible)

Intel® SDM specification, Corresponding size SDM-S / SDM-L, Supply power 3.3 V / 1.1 A, 12 V / 5.5 A

Anti-glare

Finger and Gloved Finger
Anti-Glare

Up to 10-point multi-touch

8.0 ms (G to G)
178°/178° (CR≥10)

44,7
Black

Landscape / Portrait
Landscape : 0 - 20 degrees forward / backward

Portrait : 0 - 20 degrees forward / backward

Temperature : 0°C to 40°C*1 : 0°C to 35°C*2

Humidity : 20% to 80% (No condensation)

1616 x 998 x 187 mm (63.63" x 39.30" x 7.37")

D-LED
16:09 

3840 x 2160
500 cd/m2

AC 110 - 240 V 50 Hz / 60 Hz
340 W

20 W [10 W+10 W]

1200:1

1428.4 x 803.5 mm (56.23" x 31.63")

226 W
Approx. 0.3 W
Approx. 0.5 W

357 VA

Projected Capacitive Technology Multitouch

TH-86EQ2-PCAP TH-75EQ2-PCAP

75”86”

TH-65EQ2-PCAP

65”
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Available from February

 *1: When installing the display vertically, be sure that the power indicator comes to the right side. Please contact your sales representative with regard 
to the tilt angle before installation.       
*2 Including depth of touch controller box        
 

40 41



50” 43”55”

 *1: When installing the display vertically, be sure that the power indicator comes to the right side. Please contact your sales representative with regard 
to the tilt angle before installation.       
*2 Including depth of touch controller box        
 

Multi-Touch Screen
EQ2-PCAP Series 
Interactive Multi-Touch 
displays with Capacitive 
Touch technology 

For the latest information about Panasonic Professional Displays, please visit: 
business.panasonic.co.uk/visual-system 

54.6-inch (1387.8 mm) 49.5-inch (1257.3 mm)

 

Model no.
Panel Size
Panel type / Backlight
Aspect ratio 
E ective display area (W x H) 
Resolution (H x V)
Brightness (Typ)
Contrast Ratio
Response Time
Viewing Angle [(T/B)/(L/R)]
Panel Surface Treatment
Detection Method
Input Method
Glass Standard
Number of Simultaneous Touches
Controller
OS with Single Touch
OS with Multitouch
HDMI IN
PC IN
SERIAL IN
IR IN / OUT
AUDIO IN
AUDIO OUT
LAN
USB

Function slot

Power Requirements
Power consumption
On Mode Average Power Consumption
Power o  Condition
Stand-by Condition
Apparent Power
Dimensions (W x H x D)

Carton Dimensions (W x H x D)
Bezel Color
Weight

Gross Weight

Pitch for Wall-Hanging
Cabinet Material

Built-in Speaker

Orientation
Tilting Angle*1

Operating Environment

Bezel: Aluminum Metal Ring / Back: Plastic
35,5 30

 

VESA Compliant 400 x 400 mm 
(Installed by: M6 screws / Screw hole depth 18 mm)

VESA Compliant 400 x 400 mm 
(Installed by: M6 screws / Screw hole depth 20 mm)

Printed circuit board with mini USB connector  
Mac OS X Yosemite (multitouch support through TUIO bridge)  

Win 7/8/10, Android,Windows 10, 8, 7, Ubuntu 12.04, Linux, Android, Chrome OS 
HDMI Type A Connector x 3   

Mini D-Sub 15-pin (DDC2B) x 1  
D-sub 9pin x 1, RS-232C Compatible  
Stereo Mini Jack (Φ3.5 mm) x 1 / x 1  

Stereo Mini Jack (Φ3.5 mm) x 1(Shared video input except USB and MEMORY VIEWER) 0.5 V [rms]
Stereo Mini Jack (Φ3.5 mm) x 1 Variable (- ∞ - 0 dB) (1 kHz 0 dB Input,10 kΩ Load) 0.5 V [rms]  

RJ45 x 1 compatible with PJLinkTM, RJ45 10BASE-T/100BASE-TX  

USB Type A Connector x 1 (DC 5 V / 1 A, USB 3.0 is supported), 
USB Type A Connector x 1 (DC 5 V / 2 A, USB 2.0 is supported)

USB Type C Connector x 1 (Max 60 W Power Delivery compatible, USB2.0 is supported, DP Alt Mode compatible)

  
 

 
 
 

  
 

 
 

  
 

  
 

Intel® SDM specification, Corresponding size SDM-S / SDM-L, Supply power 3.3 V / 1.1 A, 12 V / 5.5 A 
 

　
　

Anti-glare  

Finger and Gloved Finger  
Anti-Glare  

Up to 10-point multi-touch  

 
 

 

8.0 ms (G to G) 9.5 ms (G to G)
178°/178° (CR≥10)

1273 x 743 x 62*²  mm TBD 989,4 x 586,5 x 62*² mm
28,5 24,5

Black

Landscape / Portrait

Landscape : 0 - 20 degrees forward / backward
Portrait : 0 - 20 degrees forward / backward

Temperature : 0°C to 40°C*1 : 0°C to 35°C*2

Humidity : 20% to 80% (No condensation)

1350 x 860 x 160 mm (53.15" x 33.86" x 6.30") 1230 x 800 x 142 mm (48.43" x 31.50" x 5.60")

D-LED
16:09 

3840 x 2160
500 cd/m2

AC 110 - 240 V 50 Hz / 60 Hz
280 W 255 W

20 W [10 W+10 W]

5000:11200:1

1209.6 x 680.4 mm (47.62" x 26.78") 1095.8 x 616.4 mm (43.14" x 24.26")

173 W 146 W
Approx. 0.3 W
Approx. 0.5 W

292 VA 268 VA

　

 
Projected Capacitive Technology Multitouch

42.5-inch (1079.8 mm)

Bezel: Aluminum Metal Ring / Back: Plastic
22,6

VESA Compliant 200 x 200 mm 
(Installed by: M6 screws / Screw hole depth 16 mm)

Printed circuit board with mini USB connector
Mac OS X Yosemite (multitouch support through TUIO bridge)

Win 7/8/10, Android,Windows 10, 8, 7, Ubuntu 12.04, Linux, Android, Chrome OS
HDMI Type A Connector x 3

Mini D-Sub 15-pin (DDC2B) x 1
D-sub 9pin x 1, RS-232C Compatible
Stereo Mini Jack (Φ3.5 mm) x 1 / x 1

Stereo Mini Jack (Φ3.5 mm) x 1(Shared video input except USB and MEMORY VIEWER) 0.5 V [rms]
Stereo Mini Jack (Φ3.5 mm) x 1 Variable (- ∞ - 0 dB) (1 kHz 0 dB Input,10 kΩ Load) 0.5 V [rms]

RJ45 x 1 compatible with PJLinkTM, RJ45 10BASE-T/100BASE-TX

USB Type A Connector x 1 (DC 5 V / 1 A, USB 3.0 is supported), 
USB Type A Connector x 1 (DC 5 V / 2 A, USB 2.0 is supported)

USB Type C Connector x 1 (Max 60 W Power Delivery compatible, USB2.0 is supported, DP Alt Mode compatible)

Intel® SDM specification, Corresponding size SDM-S / SDM-L, Supply power 3.3 V / 1.1 A, 12 V / 5.5 A

Anti-glare

Finger and Gloved Finger
Anti-Glare

Up to 10-point multi-touch

8.0 ms (G to G)
178°/178° (CR≥10)

18,3
Black

Landscape / Portrait

Landscape : 0 - 20 degrees forward / backward
Portrait : 0 - 20 degrees forward / backward

Temperature : 0°C to 40°C*1 : 0°C to 35°C*2

Humidity : 20% to 80% (No condensation)

1070 x 673 x 141 mm (42.13" x 26.50" x 5.56")

D-LED
16:09 

3840 x 2160
500 cd/m2

AC 110 - 240 V 50 Hz / 60 Hz
225 W

20 W [10 W+10 W]

1200:1

941.1 x 529.4 mm (37.05" x 20.84")

116 W
Approx. 0.3 W
Approx. 0.5 W

236 VA

Projected Capacitive Technology Multitouch

TH-55EQ2-PCAP TH-50EQ2-PCAP TH-43EQ2-PCAP

Available from February
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